
   Testing
All units are tested prior to shipping with RV antifreeze, this is 
a non toxic antifreeze pink in color that will need to be flushed 
from the system upon first use.

   Shipping
All units are shipped with the reel secured to the pallet to pre-
vent damage in shipping. Hoses are pre attached so that the unit 
can be moved to the stand and secured with the hardware pro-
vided.

 
   Damage In Shipping
All units are shrink wrapped prior to shipping. Inspect 
sprayer for damage, especially in areas where the shrink 
wrap is disturbed, before signing the delivery paperwork. 
Any damage must be noted on the delivery paperwork.

Professional

Thank you for your purchase of 
FarmChem Spray products

Skid Sprayer Manual

Manuals for each brand of pump and motor 
is included with each unit as provided buy the 
manufacturer. These instructions are a general 
overview of operation and final assembly.

High pressure spraying systems can be danger-
ous, always keeps the discharge of the nozzle 
pointed away from yourself and others. Units 
should be used only in a manner for which they 
are intended. Warranties for units used outside 
of the intended use may void warranties.

Fluid levels in motors and pumps should be 
checked daily to keep your investment in peak 
running condition and maintain warranty.

Each unit has a QR code label which when 
scanned directs you to manuals, parts list and 
videos of the equipment.

Installation and Set Up
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   Initial Set Up

When the unit arrives, remove the shrink wrap and locate 
the packet containing the manuals, hardware kit and spray 
gun. The reel is bolted to the pallet with two 3/8” x 11/2” 
bolts. Remove the nuts from the bolts to free the unit.

If you plan to secure the reel in a low profile position, skip 
this step. With lifting help, move the reel to the stand and 
secure with the two 3/8” x 11/2” bolts that were removed 
from the pallet and two 3/8” x 11/2” bolts, flats, locks and 
nuts from the hardware kit. If the reel is left in the low 
profile position, secure it to the vehicle in a manner that 
complies with applicable laws.

Secure the tankfill sport to the top of the tank using the 
1/4” bolts provided (holes are predrilled). Reemove any re-
maining shipping straps and the unit is ready to be moved 
to the vehicle. Secure it in a manner that complies with 
local and state laws.

Once the unit is secured, get to know your new pump 
system by reviewing the product manuals, checking fluid 
levels, fill the units with gasoline motor ith fuel. For the 12 
volt units, make the connections to the power supply in a 
safe and secure method. We do recommend a fuse at the 
power source to protect your system. A 40 amp breaker is 
included to protect the pump.

   Connecting the Spray Gun
The quick connect end of the hose is secured with a wire 
tie for shipping. Carefully cut the tie to release the quick 
connect. Lovate the spray gun in the parts bag and con-
nect to the hose. 

   Manual or Electric Rewind
Manual reels are set up and ready for use once mount-
ed to the stand. For electric reels used on a 12 volt pump 
system, the reel is prewired into the distribution box. For 
electric reels used on a gas engine models, the push button 
is installed in the reel but will need to be connected to a 12 
volt power source.

   Adding Water
A tank fill adapter is mounted to the top of the tank to 
provide an air gap/anti-syphon compliant way to fill the 
tank. The hose on this is equipped with quick connects. 
The hose end (yellow) fitting threads onto a garden hose 
water supply line and quick connect to the hose on the 
tank fill. Open the lid on the tank and add enough clean 
water to flush the system and test the pump. Do not add 
water to the system until it is permanently mounted in 
the vehicle. 

   Warranty
The pumps and motors are warranted by the manufactur-
ers. Contact info is located in the user manuals. APX Pro-
fessional warranties the units to be free of manufacturing 
defects for a period of one year from ship date. 

Thank you 
for your APX Professional Sprayer purchase. 
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